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Flachsteckhülsen / FS
nicht isoliert
DIN 46247, Teil 1 und ähnlich
Werkstoff: Messing
Oberfläche: blank oder gal. verzinnt
Female push on terminals
non insulated
acc. to DIN 46247 part 1 and similar
material: brass bare (MS) or tin-plated (VZ)

Nenn-
querschnitt

mm2

0,5 - 1

0,5 - 1

0,5 - 1

0,5 - 1

0,5 - 1

> 1 - 2,5

0,5 - 1

> 1 - 2,5

> 2,5 - 6

100

100

100

100

100

100

100

100

100

1.000 
Stck.~kg

0,25

0,25

0,23

0,5

0,5

0,54

0,82

0,92

0,98

Nenngröße
DIN

B 2,8 - 1

4,8 - 1

4,8 - 2,5

6,3 - 1

6,3 - 2,5

6,3 - 6

Artikel-Nr.

45029 MS
45029 VZ

45036 VZ

45365 MS
45365 VZ

45314 MS
45314 VZ

45313 MS
45313 VZ

45312 VZ

45040 MS
45040 VZ

45032 MS
45032 VZ

45047 MS
45047 VZ

Steck-
dicke

0,5

0,8

0,8

0,5

0,8

0,8

0,8

0,8

0,8

Steck-
breite

2,8

2,8

2,8

4,8

4,8

4,8

6,3

6,3

6,3

Mat.-
Dicke

0,25

0,30

0,25

0,25

0,35

0,35

0,35

0,45

0,4

l1

12,5

12,5

14,0

15,6

15,6

15,6

19,0

19,0

19,0

l2

5,0

5,0

6,3

6,0

6,0

6,0

7,4

7,4

7,4

l3

3,3

3,3

3,3

3,8

3,8

3,8

4,0

4,0

4,0

a1

5,0

5,5

5,5

6,0

6,0

6,0

8,5

8,5

8,5

a2

2,8

2,5

2,5

3,4

3,4

3,4

4,5

4,5

4,5

1.000

1.000

1.000

1.000

1.000

1.000

1.000

1.000

1.000

VE/
Rolle

-

-

-

8.000

8.000

-

5.000

5.000

4.000

Abmessung mm
MS/Messing blank
VZ/Messing verzinnt

Artikel auch als Rollenware lieferbar.
Bei Bestellung : Artikel Nr. ... .........R
Article also available on chain.Please
refer with your order : Article No......R

VE /Stück

'

UL-Zulassung
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Male / Female push on terminals
non insulated, piggyback
acc. to DIN 46345 and similar
material: brass bare (MS) or tin-plated (VZ)

Female Push On Terminals
non insulated, with latch for snap into a housing
material: brass bare (MS) or tin-plated (VZ)

Flachsteckhülsen / FS
nicht isoliert, mit Abzweig
DIN 46345 und ähnlich
Werkstoff: Messing
Oberfläche: blank oder gal. verzinnt

Flachsteckhülsen / FS
nicht isoliert, mit Rastzunge
zum Einrasten im Gehäuse
Werkstoff: Messing
Oberfläche: blank oder gal. verz.

Nenn-
querschnitt

mm2

0,5 - 1

> 1 - 2,5

0,5 - 1

> 1 - 2,5

100

100

100

100

1.000 
Stck.~kg

0,68

0,70

1,12

1,14

Artikel-Nr.

45139 VZ

45140 VZ

45143 MS
45143 VZ

45634 VZ

Steck-
dicke

0,8

0,8

0,8

0,8

Form

A

A

B

B

Steck-
breite

4,8

4,8

6,3

6,3

Mat.-
Dicke

0,38

0,38

0,38

0,38

l1

15,6

15,6

19,2

19,2

l2

7

7

8

8

l3

6,0

6,0

7,4

7,5

a1

6,0

6,0

8,8

8,5

a2

3,4

3,4

4,7

4,5

1.000

1.000

1.000

1.000

Abmessung mm

Nenn-
querschnitt

mm2

0,5 - 1

> 1 - 2,5

> 2,5 - 6

100

100

100

1.000
Stck.~kg

0,7 

0,78

0,88

Artikel-Nr.

46040 MS
46040 VZ

46032 MS
46032 VZ

46047 VZ

Steck-
dicke

0,8

0,8

0,8

Steck-
breite

6,3

6,3

6,3

Mat.-
Dicke

0,38

0,38

0,38

l1

19

19

19

l2

7,4

7,4

7,4

l3

7

7

7

a1

8,5

8,5

8,5

a2

4,5

4,5

4,5

1.000

1.000

1.000

Abmessung mm

MS/Messing blank
VZ/Messing verzinnt

MS/Messing blank
VZ/Messing verzinnt

Form A Form B

VE /Stück

VE /Stück

UL-Zulassung

UL-Zulassung
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Flachsteckhülsen / FS
nicht isoliert
mit seitlichem Leiteranschluß
DIN 46346*
Werkstoff: Messing
Oberfläche: blank oder gal. verzinnt

Female push on terminals
non insulated
flag-type
DIN 46346*
material: brass bare (MS) or tin-plated (VZ)

Nenn-
querschnitt

mm2

0,5 - 1

0,5 - 1

> 1 - 2,5

0,5 - 1,5

100

100

100

100

1.000
Stck.~kg

0,27

0,81

0,84

0,84

Artikel-Nr.

45157 VZ

45505 MS
45505 VZ

45431 MS
45431 VZ

45039 MS
45039 VZ

Steck-
dicke

0,5

0,8

0,8

0,8

Form

A

B

B

C

Steck-
breite

2,8

6,3

6,3

6,3

Mat.-
Dicke

0,3 

0,38

0,38

0,45

l1

7,85

12,5

13,8

11,0

l2

5,0

7,4

7,4

7,4

l3

-

4,0

4,0

4,0

l4

7,2

-

-

-

-

a1

-

11,0

11,0

7,5

a2

2,5

3,5

3,5

4,0

1.000

1.000

1.000

1.000

MS/Messing blank
VZ/Messing verzinnt

Form A Form B Form C

Abmessung mm VE /Stück
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